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 3.1 Corrugated Tubing
Isolvin protective hoses

IWS corrugated tubes 292

 3.2 Protective Sleeves
Expandable Braided Sleeves

HEGP standard polyester 293

HEGPX high-expansion polyester 294

HEGPETFR polyester, flame-retardant 295

HEGPETFRX high-expansion polyester flame-retardant 296

HEGPA66 polyamide 6.6, abrasion-resistant 297

HEGPL polyester, light weight 298

Open Woven Sleeves

Twist-In self-closing polyester sleeving 299

Twist-In-FR self-closing polyester sleeving, flame-retardant 300

HELAHOOK re-closable polyester sleeving with hook-and-loop seal 301

Burst Protective Sleeves

HEGWS 302

Electromagnetic Shielding Sleeves

HEGEMIP electromagnetic protection 303

HEGEMIP-HY electromagnetic protection for hybrid automobiles 304

HEGEMIP-VG electromagnetic protection for defence applications 305
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Further information at www.HellermannTyton.com/protection

MATERIAL Polyamide 6 (PA6)

Operating Temperature -40 °C to +120 °C

Flammability UL 94 HB, FMVSS 302

IWS flexible corrugated conduits 

TYPE
Nominal 

Ø

Outside 
Ø

(OD)

Inside
Ø

(ID)

Min. Bending 
Radius

(R) Colour
Reel

Length Article-No.

IWS4.5 4.5 7.3 4.3 8 Black (BK) 100 m 169-22450

IWS7.5 7.5 10.0 6.7 13 Black (BK) 50 m 169-22750

IWS8.5 8.5 11.7 8.4 15 Black (BK) 50 m 169-22850

IWS10 10 13.0 9.9 20 Black (BK) 50 m 169-22100

IWS12 12 15.7 12.2 30 Black (BK) 50 m 169-22120

IWS13 13 15.8 12.7 35 Black (BK) 50 m 169-22130

IWS14 14 18.5 14.2 40 Black (BK) 50 m 169-22140

IWS17 17 21.2 16.6 45 Black (BK) 50 m 169-22170

IWS19 19 24.3 19.3 50 Black (BK) 50 m 169-22190

IWS22 22 25.4 21.3 50 Black (BK) 50 m 169-22220

IWS23 23 28.3 23.2 55 Black (BK) 50 m 169-22230

IWS26 26 31.2 25.8 60 Black (BK) 25 m 169-22260

IWS29 29 34.5 29.0 65 Black (BK) 25 m 169-22290
All dimensions in mm. Subject to technical changes. Minimum Order Quantity (MOQ) may differ from package content.

Please note! Not all products listed on this page may have this approval. Please check our website for latest approvals.

ID OD

R

IWS non-metallic conduit

Slit version on 
request.

Non-Metallic Conduits
IWS Corrugated Tube

IWS corrugated flexible conduits are typically used to route and protect 
wiring in cars and commericial vehicles, control panels and machines.

Features and benefits
•	 Good mechanical protection and abrasion resistance
•	 Highly flexible
•	 A slit version is available on request
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Further information at www.HellermannTyton.com/protection

MATERIAL Polyester (PET)

Operating Temperature -50 °C to +150 °C

Melting Point +250 °C

Flammability UL 94 V2, FMVSS 302

Helagaine HEGP braided sleeving.

TYPE
Bundle
Ø min.

Bundle
Ø max. Colour

Reel
Length Tools Article-No.

HEGP03 1.0 5.0 Black (BK) 200 m 45 170-10300

HEGP04 2.0 7.0 Black (BK) 200 m 45 170-10400

HEGP05 3.0 9.0 Black (BK) 200 m 45 170-10500

HEGP06 4.0 11.0 Black (BK) 100 m 45 170-10600

HEGP08 5.0 12.0 Black (BK) 100 m 45 170-10800

HEGP10 7.0 15.0 Black (BK) 100 m 45 170-11000

HEGP12 8.0 17.0 Black (BK) 100 m 45 170-11200

HEGP15 10.0 20.0 Black (BK) 100 m 45 170-11500

HEGP20 14.0 26.0 Black (BK) 50 m 45 170-12000

HEGP25 18.0 34.0 Black (BK) 50 m 45 170-12500

HEGP30 20.0 40.0 Black (BK) 50 m 45 170-13000

HEGP40 30.0 50.0 Black (BK) 50 m 45 170-14000

HEGP50 40.0 66.0 Black (BK) 50 m 45 170-15000

Recommended Tools: 45=HSG0. For more information on toolings please refer to the Application Tooling chapter on page 346.
All dimensions in mm. Subject to technical changes. Colour grey available on request. Cuts in any lengths. Minimum Order Quantity (MOQ) may differ from package content.

Please note! Not all products listed on this page may have this approval. Please check our website for latest approvals.

Standard polyester braided sleeving 
Helagaine HEGP

Helagaine HEGP braided sleeving provides abrasion protection in the 
automotive industry, in machine building, in panel building and in 
electrical appliances.

Features and benefits
•	 Made of sturdy polyester
•	 Highly flexible
•	 High abrasion resistance
•	 Very high surface coverage
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Further information at www.HellermannTyton.com/protection

MATERIAL Polyester (PET)

Operating Temperature -50 °C to +150 °C

Melting Point +250 °C

Flammability UL 94 V2, FMVSS 302

HEGPX - Expandable abrasion protection sleeve.

TYPE
Bundle
Ø min.

Bundle
Ø max. Colour

Reel
Length Tools Article-No.

HEGPX06 3.0 9.0 Black (BK) 200 m 45 170-00060

HEGPX09 5.0 16.0 Black (BK) 100 m 45 170-00090

HEGPX12 6.0 19.0 Black (BK) 100 m 45 170-00120

HEGPX20 12.0 32.0 Black (BK) 100 m 45 170-00200

HEGPX30 19.0 45.0 Black (BK) 50 m 45 170-00300

HEGPX40 32.0 70.0 Black (BK) 50 m 45 170-00400

Recommended Tools: 45=HSG0. For more information on toolings please refer to the Application Tooling chapter on page 346.
All dimensions in mm. Subject to technical changes. Colour grey available on request. Cuts in any lengths. Minimum Order Quantity (MOQ) may differ from package content.

Please note! Not all products listed on this page may have this approval. Please check our website for latest approvals.

High-expansion polyester braided sleeving
Helagaine HEGPX

Helagaine HEGPX is used whenever a higher expansion rate is required. 
HEGPX is particularly suitable for use in the automotive industry, panel 
building and in electrical appliances. 

Features and benefits
•	 Made of sturdy polyester
•	 Highly flexible
•	 High rate of expansion
•	 Easy to apply over irregular shapes
•	 Good abrasion resistance
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Further information at www.HellermannTyton.com/protection

MATERIAL Polyester (PET)

Operating Temperature -50 °C to +150 °C

Melting Point +250 °C

Helagaine HEGPETFR braided sleeving.

TYPE
Bundle
Ø min.

Bundle
Ø max. Colour

Reel
Length Flammability Tools Article-No.

HEGPETFR04 3.0 7.0 Black with Grey Identification Yarn (BKIDGY) 200 m FMVSS 302, Type B 45 170-81001

HEGPETFR05 4.0 9.0 Black with Grey Identification Yarn (BKIDGY) 200 m FMVSS 302, Type B, UL 1441 VW-1 45 170-81002

HEGPETFR06 5.0 11.0 Black with Grey Identification Yarn (BKIDGY) 100 m FMVSS 302, Type B, UL 1441 VW-1 45 170-81003

HEGPETFR08 7.0 13.0 Black with Grey Identification Yarn (BKIDGY) 100 m FMVSS 302, Type B, UL 1441 VW-1 45 170-81004

HEGPETFR10 9.0 15.0 Black with Grey Identification Yarn (BKIDGY) 100 m FMVSS 302, Type B, UL 1441 VW-1 45 170-81005

HEGPETFR12 11.0 17.0 Black with Grey Identification Yarn (BKIDGY) 100 m FMVSS 302, Type B, UL 1441 VW-1 45 170-81006

HEGPETFR15 13.0 20.0 Black with Grey Identification Yarn (BKIDGY) 100 m FMVSS 302, Type B, UL 1441 VW-1 45 170-81007

HEGPETFR20 18.0 25.0 Black with Grey Identification Yarn (BKIDGY) 50 m FMVSS 302, Type B, UL 1441 VW-1 45 170-81008

HEGPETFR25 22.0 30.0 Black with Grey Identification Yarn (BKIDGY) 50 m FMVSS 302, Type B, UL 1441 VW-1 45 170-81009

HEGPETFR30 27.0 40.0 Black with Grey Identification Yarn (BKIDGY) 50 m FMVSS 302, Type B, UL 1441 VW-1 45 170-81010

HEGPETFR40 35.0 50.0 Black with Grey Identification Yarn (BKIDGY) 50 m FMVSS 302, Type B, UL 1441 VW-1 45 170-81011

HEGPETFR50 45.0 60.0 Black with Grey Identification Yarn (BKIDGY) 50 m FMVSS 302, Type B, UL 1441 VW-1 45 170-81012

Recommended Tools: 45=HSG0. For more information on toolings please refer to the Application Tooling chapter on page 346.
All dimensions in mm. Subject to technical changes.

Please note! Not all products listed on this page may have this approval. Please check our website for latest approvals.

Flame-retardant polyester braided sleeving
Helagaine HEGPETFR

This sleeve is particularly designed for abrasion protection of bundles 
of electrical cables. Helagaine HEGPETFR is therefore particularly 
recommended in applications such as public transport, aircraft industry, 
telecommunications, underground cables, etc.

Features and benefits
•	 Made of sturdy polyester
•	 Self-extinguishing
•	 Highly flexible
•	 Easy to apply over irregular shapes
•	 Good abrasion resistance
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Further information at www.HellermannTyton.com/protection

MATERIAL Polyester (PET)

Operating Temperature -50 °C to +150 °C

Melting Point +250 °C

Flammability FMVSS 302, Type B, UL 1441 VW-1

Helagaine HEGPETFRX.

TYPE
Bundle
Ø min.

Bundle
Ø max. Colour

Reel
Length Tools Article-No.

HEGPETFRX03 2.0 6.0 Black with Grey Identification Yarn (BKIDGY) 200 m 45 170-81100

HEGPETFRX06 3.0 10.0 Black with Grey Identification Yarn (BKIDGY) 200 m 45 170-81101

HEGPETFRX09 5.0 16.0 Black with Grey Identification Yarn (BKIDGY) 100 m 45 170-81102

HEGPETFRX12 6.0 19.0 Black with Grey Identification Yarn (BKIDGY) 100 m 45 170-81103

HEGPETFRX20 12.0 32.0 Black with Grey Identification Yarn (BKIDGY) 100 m 45 170-81104

HEGPETFRX30 19.0 45.0 Black with Grey Identification Yarn (BKIDGY) 50 m 45 170-81105

HEGPETFRX40 32.0 70.0 Black with Grey Identification Yarn (BKIDGY) 50 m 45 170-81106

HEGPETFRX50 38.0 76.0 Black with Grey Identification Yarn (BKIDGY) 50 m 45 170-81107

Recommended Tools: 45=HSG0. For more information on toolings please refer to the Application Tooling chapter on page 346.
All dimensions in mm. Subject to technical changes.

Please note! Not all products listed on this page may have this approval. Please check our website for latest approvals.

Flame-retardant, high-expansion polyester braided 
sleeving

Helagaine HEGPETFRX

Helagaine HEGPETFRX is especially suitable for areas wherever fire 
protection is important as well as a higher expansion ratio of the 
braided sleeve. Helagaine HEGPETFRX offers superior cable protection 
for machine tools, robotics and automatic equipment.

Features and benefits
•	 Made of sturdy polyester
•	 Self-extinguishing
•	 Highly flexible
•	 High rate of expansion
•	 Easy to apply over irregular shapes
•	 Good abrasion resistance
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Further information at www.HellermannTyton.com/protection

MATERIAL Polyamide 6.6 (PA66)

Operating Temperature -60 °C to +150 °C

Melting Point +255 °C

Flammability UL 94 V2, FMVSS 302

Helagaine HEGPA66 braided sleeving.

TYPE
Bundle
Ø min.

Bundle
Ø max. Colour

Reel
Length Tools Article-No.

HEGPA6604 3.0 6.0 Black (BK) 200 m 45 170-40400

HEGPA6606 4.0 8.0 Black (BK) 100 m 45 170-40600

HEGPA6608 5.0 10.0 Black (BK) 100 m 45 170-40800

HEGPA6610 7.0 12.0 Black (BK) 100 m 45 170-41000

HEGPA6612 8.0 14.0 Black (BK) 100 m 45 170-41200

HEGPA6616 12.0 18.0 Black (BK) 50 m 45 170-41600

HEGPA6620 15.0 23.0 Black (BK) 50 m 45 170-42000

HEGPA6625 18.0 28.0 Black (BK) 50 m 45 170-42500

HEGPA6630 25.0 32.0 Black (BK) 50 m 45 170-43000

HEGPA6640 30.0 44.0 Black (BK) 50 m 45 170-44000

HEGPA6650 40.0 55.0 Black (BK) 50 m 45 170-45000

HEGPA6660 50.0 65.0 Black (BK) 50 m 45 170-46000

Recommended Tools: 45=HSG0. For more information on toolings please refer to the Application Tooling chapter on page 346.
All dimensions in mm. Subject to technical changes. Colour grey available on request. Cuts in any lengths. Minimum Order Quantity (MOQ) may differ from package content.

Please note! Not all products listed on this page may have this approval. Please check our website for latest approvals.

Abrasion-resistant polyamide braided sleeving
Helagaine HEGPA66

Helagaine HEGPA66 is particularly suitable for vehicle manufacturing as 
well as plant construction.

Features and benefits
•	 Made from heavy-duty polyamide yarn
•	 Excellent abrasion resistance
•	 Highly flexible
•	 Easy to apply over irregular shapes
•	 Eases application by expanding when compressed
•	 Very high surface covering
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Further information at www.HellermannTyton.com/protection

MATERIAL Polyester (PET)

Operating Temperature -50 °C to +150 °C

Melting Point +250 °C

Flammability UL 94 V2, FMVSS 302, Type B

Helagaine HEGPL braided sleeving.

TYPE
Bundle
Ø min.

Bundle
Ø max. Colour

Reel
Length Tools Article-No.

HEGPL03 3.0 8.0 Black (BK) 1000 m 45 170-80503

HEGPL06 5.0 12.0 Black (BK) 400 m 45 170-80506

HEGPL12 8.0 21.0 Black (BK) 300 m 45 170-80512

HEGPL20 12.0 30.0 Black (BK) 300 m 45 170-80520

HEGPL30 18.0 55.0 Black (BK) 200 m 45 170-80530

HEGPL40 24.0 66.0 Black (BK) 150 m 45 170-80540

HEGPL50 30.0 82.0 Black (BK) 150 m 45 170-80550

Recommended Tools: 45=HSG0. For more information on toolings please refer to the Application Tooling chapter on page 346.
All dimensions in mm. Subject to technical changes. Colour grey available on request. Cuts in any lengths. Minimum Order Quantity (MOQ) may differ from package content.

Light-weight polyester braided sleeving 
Helagaine HEGPL

Helagaine HEGPL is used primarily in the automobile interior, motor 
compartment, car body and chassis.

Features and benefits
•	 Made of sturdy polyester
•	 Easier application over irregular shapes
•	 Highly flexible
•	 Good abrasion resistance
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Further information at www.HellermannTyton.com/protection

MATERIAL Polyester (PET)

Operating Temperature -50 °C to +125 °C

Melting Point +255 °C

Flammability FMVSS 302

Helagaine Twist-In enables easy access to cables and wires for assembly, 
inspection and maintenance.

TYPE
Bundle
Ø min.

Bundle
Ø max. Colour

Reel
Length Tools Article-No.

Twist-In 05 4.0 5.0 Black (BK) 150 m 45 170-01000

Twist-In 08 5.0 8.0 Black (BK) 100 m 45 170-01001

Twist-In 13 10.0 13.0 Black (BK) 50 m 45 170-01002

Twist-In 19 16.0 19.0 Black (BK) 25 m 45 170-01004

Twist-In 25 19.0 25.0 Black (BK) 25 m 45 170-01005

Twist-In 29 25.0 29.0 Black (BK) 15 m 45 170-01006

Twist-In 32 29.0 32.0 Black (BK) 15 m 45 170-01007

Twist-In 38 32.0 38.0 Black (BK) 15 m 45 170-01008

Twist-In 50 38.0 50.0 Black (BK) 15 m 45 170-01010

Recommended Tools: 45=HSG0. For more information on toolings please refer to the Application Tooling chapter on page 346.
All dimensions in mm. Subject to technical changes. Minimum Order Quantity (MOQ) may differ from package content.

Please note! Not all products listed on this page may have this approval. Please check our website for latest approvals.

Colour orange 
available on request.

Cut lengths available on request. Please contact 
us!

Self-closing polyester sleeving
Helagaine Twist-In

Helagaine Twist-In is used to bundle and protect pre-terminated 
cables in machine-building and automation, electrical installations and 
automobile and truck manufacturing.
Helagaine Twist-In is also available in practical 2 m and 5 m lengths for 
use in the home or office.

Features and benefits
•	 Self-closing sleeve made of sturdy polyester
•	 Provides very good protection against abrasion
•	 Ideal for retro-fitting
•	 Quick and easy installation and removal 
•	 Allows for inspection and maintenance
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Further information at www.HellermannTyton.com/protection

MATERIAL Polyester (PET)

Operating Temperature -50 °C to +125 °C

Melting Point +240 °C

Flammability FMVSS 302, UL 1441 VW-1

Helagaine Twist-In-FR is used wherever fire safety is important.

TYPE
Bundle
Ø min.

Bundle
Ø max. Colour

Reel
Length Tools Article-No.

Twist-In-FR 05 4.0 5.0 Black with White Identification Yarn (BKIDWH) 150 m 45 170-01100

Twist-In-FR 08 5.0 8.0 Black with White Identification Yarn (BKIDWH) 100 m 45 170-01101

Twist-In-FR 13 10.0 13.0 Black with White Identification Yarn (BKIDWH) 50 m 45 170-01102

Twist-In-FR 16 13.0 16.0 Black with White Identification Yarn (BKIDWH) 50 m 45 170-01103

Twist-In-FR 19 16.0 19.0 Black with White Identification Yarn (BKIDWH) 25 m 45 170-01104

Twist-In-FR 25 19.0 25.0 Black with White Identification Yarn (BKIDWH) 25 m 45 170-01105

Twist-In-FR 29 25.0 29.0 Black with White Identification Yarn (BKIDWH) 15 m 45 170-01106

Twist-In-FR 32 29.0 32.0 Black with White Identification Yarn (BKIDWH) 15 m 45 170-01107

Twist-In-FR 38 32.0 38.0 Black with White Identification Yarn (BKIDWH) 15 m 45 170-01108

Twist-In-FR 50 38.0 50.0 Black with White Identification Yarn (BKIDWH) 15 m 45 170-01109

Recommended Tools: 45=HSG0. For more information on toolings please refer to the Application Tooling chapter on page 346.
All dimensions in mm. Subject to technical changes. Minimum Order Quantity (MOQ) may differ from package content.

Please note! Not all products listed on this page may have this approval. Please check our website for latest approvals.

Self-closing, flame-retardent polyester sleeving
Helagaine Twist-In-FR

Helagaine Twist-In-FR is used wherever fire protection is essential, such 
as in the railway, aerospace and shipbuilding industries.

Features and benefits
•	 Self-closing sleeve made from polyester
•	 Optimal fire protection
•	 Certified conformity with railway standard EN45545-2
•	 Quick and easy installation and removal
•	 Ideal for retro-fitting
•	 Allows access to bundle for assembly, inspection and maintenance
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Further information at www.HellermannTyton.com/protection

MATERIAL Polyester (PET)

Operating Temperature -50 °C to +150 °C

Flammability UL 94 V2, FMVSS 302

HELAHOOK protective sleeving allows for retro-fitting and repeated use.

TYPE
Bundle
Ø min.

Bundle
Ø max. Colour

Reel
Length Article-No.

HELAHOOK10 3.0 15.0 Black (BK) 25 m 170-05100

HELAHOOK15 10.0 20.0 Black (BK) 25 m 170-05150

HELAHOOK20 15.0 30.0 Black (BK) 25 m 170-05200

HELAHOOK25 20.0 40.0 Black (BK) 25 m 170-05250

HELAHOOK30 25.0 50.0 Black (BK) 25 m 170-05300
All dimensions in mm. Subject to technical changes. Cuts in any lengths. Minimum Order Quantity (MOQ) may differ from package content.

Re-closeable protective sleeving with hook-and-
loop seal

HELAHOOK

HELAHOOK is used in automobiles and commercial vehicles as well 
as industrial machines and railway vehicles. HELAHOOK is especially 
practical where repeated use is required, for instance in event 
management.

Features and benefits
•	 Re-sealable cable protection made of polyester
•	 Very elastic, fits snugly around the cables
•	 Hook and loop sealing system can be used for retro-fitting
•	 High abrasion-resistance
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Further information at www.HellermannTyton.com/protection

MATERIAL Polyamide 6 (PA6)

Operating Temperature -60 °C to +125 °C

Melting Point +220 +/- 10 °C

Flammability UL 94 V2, FMVSS 302, Type B

Helagaine HEGWS: The ideal protective sleeve for hydraulic hoses.

TYPE

Inside
Ø

(ID)
Wall
(WT) Colour

Reel
Length Tools Article-No.

HEGWS20 12.0 1.10 Black (BK) 50 m 45 170-01300

HEGWS25 15.0 1.10 Black (BK) 50 m 45 170-01301

HEGWS30 19.0 1.10 Black (BK) 50 m 45 170-01302

HEGWS35 22.0 1.10 Black (BK) 50 m 45 170-01303

HEGWS40 25.0 1.10 Black (BK) 50 m 45 170-01304

HEGWS45 28.0 1.10 Black (BK) 50 m 45 170-01305

HEGWS50 31.0 1.10 Black (BK) 50 m 45 170-01306

HEGWS60 38.0 1.10 Black (BK) 50 m 45 170-01307

HEGWS70 44.0 1.10 Black (BK) 50 m 45 170-01308

HEGWS80 50.0 1.10 Black (BK) 50 m 45 170-01309

HEGWS90 57.0 1.10 Black (BK) 50 m 45 170-01310

HEGWS100 60.0 1.10 Black (BK) 50 m 45 170-01311

HEGWS115 70.0 1.10 Black (BK) 50 m 45 170-01312

HEGWS145 90.0 1.10 Black (BK) 50 m 45 170-01313

HEGWS176 110.0 1.10 Black (BK) 50 m 45 170-01314

HEGWS200 125.0 1.10 Black (BK) 50 m 45 170-01315

Recommended Tools: 45=HSG0. For more information on toolings please refer to the Application Tooling chapter on page 346.
All dimensions in mm. Subject to technical changes. Minimum Order Quantity (MOQ) may differ from package content.

Burst Protection Sleeving for Hydraulic Hoses
Helagaine HEGWS

Helagaine HEGWS is burst protection sleeve highly resistant to abrasion 
and tears. HEGWS is used to protect hydraulic hoses and prevent injuries 
due to leaks emitting high-pressure liquid jets. HEGWS is typically 
used with earth moving machinery and where the is high mechanical 
vibration.

Features and benefits
•	 Exceptional tear-resistance
•	 Very good protection against abrasion
•	 Optimal protection of hydraulic hoses
•	 Reduces risk of liquid-jet injuries
•	 Fullfils the standards of Earth Moving Machinery EN ISO 3457 and 

Mechanical Vibration and Shock EN 1299
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Further information at www.HellermannTyton.com/protection

MATERIAL Polyester, halogen free (PET), Tin-plated 
copper (SNCU)

Operating Temperature -40 °C to +150 °C

EMI requirements
10 kHz to 1 GHz according to 
CISPR25 (DIN VDE 0879-2)

Flammability UL 94 V2, FMVSS 302

HEGEMIP braided sleeving: reliable protection from electromagnetic radiation.

TYPE
Ø
(D)

Bundle
Ø min.

Bundle
Ø max. Colour Weight

Reel
Length Article-No.

HEGEMIP04 4.0 4.0 6.0 Metal (ML), Black (BK) 22 g/m 100 m 173-00400

HEGEMIP06 6.0 5.0 10.0 Metal (ML), Black (BK) 29 g/m 100 m 173-00600

HEGEMIP08 8.0 8.0 11.0 Metal (ML), Black (BK) 36 g/m 100 m 173-00800

HEGEMIP10 10.0 8.0 13.0 Metal (ML), Black (BK) 44 g/m 50 m 173-01000

HEGEMIP12 12.0 10.0 15.0 Metal (ML), Black (BK) 48 g/m 50 m 173-01200

HEGEMIP14 14.0 12.0 18.0 Metal (ML), Black (BK) 58 g/m 100 m 173-01400

HEGEMIP16 16.0 14.0 20.0 Metal (ML), Black (BK) 73 g/m 100 m 173-01600

HEGEMIP18 18.0 16.0 22.0 Metal (ML), Black (BK) 79 g/m 50 m 173-01800

HEGEMIP20 20.0 18.0 25.0 Metal (ML), Black (BK) 100 g/m 50 m 173-02000
All dimensions in mm. Subject to technical changes. Cuts in any lengths. Minimum Order Quantity (MOQ) may differ from package content.

Braided sleeving for electromagnetic protection
Helagaine HEGEMIP

Helagaine HEGEMIP braided sleeving is used for highly sensitive 
electronics, such as in machines, military equipment and automobiles. 

Features and benefits
•	 Excellent electromagnetic protection
•	 Extremely flexible, expandable and easy to apply
•	 No kinks or ruptures even when bent at sharp angles
•	 Superior abrasion protection
•	 Particularly suitable for applications with restricted space or requiring 

movement 
•	 Inner disposable tube protects sleeve from deformation and allows 

for easy insertion of cables
•	 Fulfils the requirements of IEC CISPR25 for radio disturbances in 

vehicles, boats and engines
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MATERIAL Polyester (PET), Tin-plated copper (SNCU)

Operating Temperature -40 °C to +150 °C

EMI requirements
10 kHz to 1 GHz according to 
CISPR25 (DIN VDE 0879-2)

Flammability UL 94 V2, FMVSS 302

HEGEMIP-HY braided sleeving: EMI protection for hybrid automobiles.

TYPE
Ø
(D)

Bundle
Ø min.

Bundle
Ø max. Colour Weight

Reel
Length Article-No.

HEGEMIP-HY20 20.0 19.0 27.0 Silver (SR), Orange (OG) 72 g/m 50 m 173-02001

HEGEMIP-HY30 30.0 25.0 35.0 Silver (SR), Orange (OG) 101 g/m 50 m 173-03000

HEGEMIP-HY35 35.0 30.0 40.0 Silver (SR), Orange (OG) 120 g/m 50 m 173-03501

HEGEMIP-HY40 40.0 30.0 50.0 Silver (SR), Orange (OG) 180 g/m 50 m 173-04000

HEGEMIP-HY50 50.0 40.0 60.0 Silver (SR), Orange (OG) 204 g/m 50 m 173-05000
All dimensions in mm. Subject to technical changes. Cuts in any lengths. Minimum Order Quantity (MOQ) may differ from package content.

Electromagnetic protection braided sleeving for 
hybrid automobiles

Helagaine HEGEMIP-HY

Helagaine HEGEMIP-HY provides electromagnetic protection in hybrid 
automobiles.

Features and benefits
•	 Excellent electromagnetic protection
•	 Extremely flexible, expandable and easy to apply
•	 No kinks or ruptures even when bent at sharp angles
•	 Superior abrasion protection
•	 Special copper alloy for enhanced protection against salt spray
•	 Particularly suitable for applications with restricted space or requiring 

movement 
•	 Fulfils the requirements of IEC CISPR25 for radio disturbances in 

vehicles, boats and engines



305

Cable Protection Systems
Protective Sleeves

3.2
D

at
e 

of
 is

su
e:

 A
ug

us
t 

20
24

Further information at www.HellermannTyton.com/protection

MATERIAL Tin-plated copper (SNCU)

Operating Temperature -65 °C to +150 °C

Flammability UL 94 V2, FMVSS 302

HEGEMIP-VG braided sleeving with VG approval for defence applications.

TYPE
Ø
(D)

Bundle
Ø min.

Bundle
Ø max. Colour Weight

Reel
Length Article-No.

HEGEMIP-VG03 3.0 3.5 5.0 Metal (ML) 19 g/m 500 m 173-00200

HEGEMIP-VG04 4.0 4.5 7.0 Metal (ML) 30 g/m 500 m 173-00201

HEGEMIP-VG06 6.0 5.5 8.5 Metal (ML) 37 g/m 500 m 173-00202

HEGEMIP-VG07.5 7.5 7.5 13.5 Metal (ML) 71 g/m 500 m 173-00203

HEGEMIP-VG10 10.0 13.0 17.5 Metal (ML) 96 g/m 250 m 173-00204

HEGEMIP-VG12.5 12.5 15.0 19.5 Metal (ML) 100 g/m 200 m 173-00205

HEGEMIP-VG20 20.0 19.0 30.0 Metal (ML) 265 g/m 100 m 173-00206
All dimensions in mm. Subject to technical changes. Minimum Order Quantity (MOQ) may differ from package content.

Please note! Not all products listed on this page may have this approval. Please check our website for latest approvals.

Electromagnetic protection braided sleeving for 
defence applications

Helagaine HEGEMIP-VG

Helagaine HEGEMIP-VG provides electromagnetic protection for the 
defence industry.

Features and benefits
•	 Excellent electromagnetic protection
•	 Very flexible, expandable and easy to apply
•	 Especially suitable for applications in tight areas or requiring 

movement
•	 Inner disposable tube protects sleeve from deformation and allows 

for easy insertion of cables
•	 Very good abrasion resistance
•	 Approved to military norm VG 96936-10 / Type A




